McKenzie

Compressed
Air Solutions

Champion MTO Il Series Reciprocating Oil Less Air Compressor

Base Mounted Model Matrix CHBMOA

CFM Delivery* Bore _ , _

Pump Diameter Stroke DiamensionsLxW xH Weight

RPM 50 psig 100 psig (in.) (in.) (in.) (Ibs.)
B.75MTOIl 0.75 CCE10 430 24 1.7 2.95 217 36 x22x25 132
B1MTOII 1 CCE10 575 3.8 2.7 2.95 217 36 x22x25 133
B1.5MTOIl 1.5 CCE20 570 6.8 4.5 3.94 2.36 36 x 22 x 30 196
B2MTOIl 2 CCE20 680 8.2 6.3 3.94 2.36 36 x 22 x 30 201
B3MTOII 3 CCE30 650 11.2 9.4 4.72 2.56 36 x 22 x 30 264
B5MTOII 5 CVE50 650 17.4 15.6 3.94 2.95 36 x 24 x 28 318

Simplex Tank Mounted Model Matrix CHSMOA

CFM Delivery* Bore _ , _

Pump Diameter Stroke DiamensionsLxW xH Weight

RPM 50 psig 100 psig (in.) (in.) (in.) (Ibs.)
H.75MTOII-3 . 24 1.7 38x251/2x371/2
H1MTOII-3 1 CCE10 575 3.8 2.7 2.95 217 38x251/2x371/2 203
H1MTOII-6 1 CCE10 575 3.8 2.7 2.95 217 48 x 25 1/2 x 43 322
H1.5MTOII-3 1.5 CCE20 570 6.8 4.5 3.94 2.36 38 x251/2x43 265
H1.5MTOII-6 1.5 CCE20 570 6.8 4.5 3.94 2.36 48 x 25 1/2 x 48 385
H2MTOII-6 2 CCE20 680 8.2 6.3 3.94 2.36 38 x251/2x43 270
H3MTOII-6 3 CCE30 650 11.2 9.4 4.72 2.56 48 x 25 1/2 x 48 453
H5MTOII-6 5 CVE50 650 17.4 15.6 3.94 2.95 48 x 25 1/4 x 45 507

Duplex Tank Mounted Model Matrix CHDMOA

CFM Delivery* Bore _ , _

Pump Diameter Stroke DiamensionsLxW xH Weight

RPM 50 psig 100 psig (in.) (in.) (in.) (Ibs.)
H.75MTOIID-6 CCE10 430 4.8 34 70 x 29 x 43
H1MTOIID-6 1 CCE10 575 7.6 5.4 2.95 217 70 x 29 x 43 460
H1MTOIID-8 1 CCE10 575 7.6 5.4 2.95 2.17 70 x 29 x 43 520
H1.5MTOIID-6 1.5 CCE20 570 13.6 9.0 3.94 2.36 70 x 29 x 48 587
H1.5MTOIID-8 1.5 CCE20 570 13.6 9.0 3.94 2.36 70 x 29 x 48 647
H2MTOIID-6 2 CCE20 680 16.4 12.6 3.94 2.36 70 x 29 x 48 597
H2MTOIID-8 2 CCE20 680 16.4 12.6 3.94 2.36 70 x 29 x 48 657
H3MTOIID-8 3 CCE30 650 22.4 18.8 4.72 2.56 70 x 29 x 48 743
H3MTOIID-12 3 CCE30 650 22.4 18.8 4.72 2.56 73 x221/2x52 821
H5MTOIID-8 5 CVE50 650 34.8 31.2 3.94 2.95 70 1/2 x 29 x 45 851
H5MTOIID-12 5 CVE50 650 34.8 31.2 3.94 2.95 73 x301/2x491/2 929

* Units tested in accordance with CAGI/PNEUROP acceptance test code PN2CPTC2.
Note: Add 1.0" in height for Vibration Isolators and add 3.50" in length for Ball Valve on tank.




