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Champion A-Series Bares

Dimensions

in 8.00/4.25 4.5 2 lbs 680
mm 203/108 114 NA kg 308
in 4.25/4.25 4.5 2 lbs 600
mm 108 114 NA kg 272
in 7.50/7.50 4.5 3 lbs 600
mm 191 114 NA kg 272

Compressor Specifications Vacuum Specifications

psig bars cfm m3/min cfm m3/min in mm

968 100 6.9 101 2.86 870 169 4.79 5 127
922 125 8.62 96.5 2.73 870 160 4.53 10 254
830 175 12.07 85 2.41 870 146 4.13 15 381
784 250 17.24 78 2.21 870 122 3.46 20 508
1106 100 6.9 116 3.29 870 62 1.75 25 635
1014 125 8.62 105 2.97
968 175 12.07 99 2.8
876 250 17.24 87 2.46

Suction Pressures: 1 -140 psig
Discharge Pressure: up to 350 psig
Consult factory for sizing and technical information

A-Series Natural Gas Bares Specifications

965 x 686 x 838
38 x 27 x 33

HP     
kW Speed Speed

Model Bore Diameter Dimensions          L 
x W x HStroke Discharge

965 x 686 x 838

Pressure Capacity

AVLAVCAA-CH

Weight

40 x 27 x 33
1016 x 686 x 838

38 x 27 x 33

AVLAVCAA-CH

AVLANCAA-CH

Suction & Discharge Pipe 
Size NPT

7.5-10      
5.6-7.5

HP           
kW

25            
19

30            
22

40     
30

AVLANCAA-CH

AVLEKCAA-CH

3
NA
2

NA
3

NA

Compressor HP Range
Rotation (drive end)
Valves
Bore & Stroke (inches)

Vac. - HGCapacity

AVLEKCAA-CH

2
750

Speed Range (RPM)
Number Cylinders
Weight (pounds)
Dimensions (inches)

2
600

Maximum Pressure

Description ANPHAA-CH
40 Max

Clockwise
Plain

7 7/8 & 7 7/8 x 4 1/2
550 - 1000

L 33.9   W 24.34   H 26.8
250 psig

L 40.3   W 28.78   H 29.9
60 psig

ANPEAA-CH
40 Max

Clockwise
Plain

4 1/4 & 4 1/4 x 4 1/2
550 - 1000


