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ZEKS HeatSink™ Dryer Sizing and Model Selection

Technical Specifications - 38° PDP

MAX
CAPACITY SCFM*  PRESSURE DIMENSIONS IN. AIR CONNECT DRAIN REFRIG OPERATING REFRIG WORKING
@ (psig) DROP** PS| D SHIP WEIGHT LBS. INOUT  CONNECT FPT COMP HP KW TYPE PRESSURE  VOLTAGES
5 SCFX 120 (680) 1 14 35 31 250 12" MPT 1/4" 1/3 .78 R404 680 sig 115/1/60
6 SCFX 160 (680) 83 14 35 31 265 17 MPT 14" 172 96 R404 680 sig e 60
7 SCFX 240 (680) 1.5 14 35 31 300 1" MPT 1/4" 3/4 1.35 R404 680 sig 200/1/50 230/208/1/60
8 SCFX 300 (680) 1.5 14 35 31 300 1" MPT 1/4" 1 1.29 R404 680 sig 220/1/50 igggjgg
9 SCFX 340 (680) 9 23 31 55 610 1" MPT 1/4" 1 1.66 R404 680 sig 380/420/3/50
10 SCFX 355 (680) 81 23 31 55 635 1" MPT 1/4" 12 2.01 R404 680 sig 230/208/3/60
11 SCFX 475 (680) 1.2 23 31 55 635 2" MPT 1/4" 2 2.54 R404 680 sig 240/220/3/50
12 SCFX 620 (680) 1.1 23 31 55 735 2" MPT 1/4" 2" 3.24 R404 680 sig
13 SCFX 875 (680) 13 40 40 61 1,100 3" MPT 114" 3" 452 R404 680 sig
14 SCFX 920 (680) 1.1 40 40 61 1,275 3" MPT 1/4" 42 4.82 R404 680 sig 228;3/2%0/3 150
15 SCFX 1,100 (680) 13 40 40 61 1,315 3" MPT 114" 42 5.79 R404 680 sig 230/208/3/60
16 SCFX 1,350 (680) 13 40 40 61 1,345 3" MPT 1/4" 5 6.50 R404 680 sig 240/220/3/50
17 SCFX 1,620 (680) 14 32 72 64 2,355 4"FLG 114" 6 7.03 R22 680 sig 575/3/60
18 SCFX 2,060 (680) 1.6 32 72 64 2,435 4"FLG 1/4" 9 8.72 R22 680 sig
19 SCFX 2,840 (680) 1.7 32 72 64 2,765 4"FLG 114" 10" 11.48 R22 680 sig
20 SCFX 3,190 (680) 1.2 32 86 91 2,894 6" FLG 1/4" 132 13.18 R22 680 sig
21 SCFX 3,550 (680) 1 32 86 92 3,900 6" FLG 1/4" 13"2 14.29 R22 680 sig
10 HSEHP 13 (750) 2 14 14 18 103 12" MPT 174" 1/5 27 R22 750 sig
18 HSEHP 24 (750) 5 14 14 18 103 1/2" MPT 1/4" 1/5 48 R22 750 sig 115/1/60
24 HSEHP 32 (750) 8 14 14 18 115 1/2" MPT 1/4" 113 72 R22 750 sig 100/1/50
35 HSEHP 46 (750) 5 20 16 23 185 3/4" MPT 114" 113 82 R22 750 sig 220/1/50
50 HSEHP 66 (750) 9 20 16 23 185 3/4" MPT 1/4" 112 1.00 R22 750 sig
1SS 30 (1000) 8 20 20 25 150 1/5 48 R22
31 (3000) 115/1/60
32 (6000) 100/1/50
3ss 2(1’ 8888; 5 20 20 31 170 Determined By | Determined By | '/ s R22 220/1/50
52 (6000) Pressure Pressure
5SS 72 (1000) 38 29 26 39 590 12 10 R22 750 psig 1000 [ . o
74 (3000) psig 1500 psig| - 140,1/50
75 (6000) 2500 psig 230/208/1/60
7SS 170 (1000) 1.4 29 26 53 850 Consult Factory| Consult Factory 112 2.10 R22 3000 psig 200/1/50
175 (3000) 3500 psig 220/1/50
175 (6000) 6000 psig
9SS 350 (1000) 1 42 40 62 1,300 3 3.40 R22 460/3/60
357 (3000) 380/420/3/50
360 (6000) 230/208/3/60
11SS 490 (1000) 6 61.5 28.5 68.5 2,500 5 6.41 R22 240/220/3/50
500 (3000) 575/3/60
500 (6000)

* Performance data presented in accordance with CAGI Standard No. ADF 100, "Refrigerated Compressed Air Dryers - Methods for Testing and Rating."
Pressure dew point at pressure indicated, 100°F inlet air, 100°F ambient air.

** Pressure drop +.5 psi. Pressure drop shown for SS models valid up to 3500 psig.

*** Average of total kilowatts per hour of dryer operation at full rated capacity.

Dimensions subject to change without notice.

Specifications indicated are for air cooled models.



