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ZEKS Hi-TempTM Refrigerated Compressed Air Dryers
HTA Technical Specifications

HTA020 HTA030 HTA040 HTA060 HTA080 HTA110 HTA130
100 psig 14 22 32 42 60 85 103
125 psig 16 26 37 49 71 97 117
150 psig 18 29 41 55 80 110 133
175 psig 20 32 45 60 87 131 144
100 psig 15 23 33 43 63 103 105
125 psig 17 27 38 51 73 120 122
150 psig 19 30 43 57 82 134 137
175 psig 21 33 47 62 89 146 149

Length in 17 17 20 20 20 32 32
Depth in 20 20 29 29 29 26 26
Height in 19 19 27 27 27 39 39
Shipping Weight lbs 100 105 180 185 220 345 365
Air Connection In & Out NPT 1/2 FPT 1/2 FPT 1 1/4 FPT 1 1/4 FPT 1 1/4 FPT 1 1/4 FPT 1 1/4 FPT
Drain Connection in 1/8 FPT 1/8 FPT 1/8 FPT 1/8 FPT 1/8 FPT 1/8 FPT 1/8 FPT
Refrigeration Compressor HP 1/5 3/8 1/3 1/2 1 1 1/2 1 1/2
Operating Power KW** 0.31 0.71 0.85 1.02 1.69 2.14 2.4

**Average kilowatts per hour of dryer operation at full rated capacity. Ratings based on 60 Hz service.
All dryers are designed for maximum operating pressure of 250 psig and maximum temperature of 200°F.

Model Capacity scfm*

38°F/3.3°C PDP

50°F/10°C PDP

* Performance data obtained in accordance with CAGI Standard No. ADF 100, "Refrigerated Compressed Air Dryers - Methods 
for Testing and Rating" under the following test conditions: pressure dew point 150 psig, inlet air temperature 180°F/160°F inlet 
pressure dew point, ambient air 100°F

Dew Point Inlet Air Pressure


