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ZEKS MultiPlexTM Compressed Air Dryer Technical Specifications

W (in.) D (in.) H (in.)
3200HSFM 3,200 3 75 91 82 5,800 6" FLG (2) 1/2" (2) 10.5 (2) 9.0 38 1.5 NPT 18.03 14.77 2
3250HSFM 3,250 3.4 80 99 100 6,520 8" FLG (2) 1/2" (2) 10.5 (2) 9.0 38 1.5 NPT 18.03 14.77 2
4000HSFM 4,000 3 80 99 98 6,720 8" FLG (2) 1/2" (2) 13.0 (2) 10.5 54 1.5 NPT 21.77 15.26 2
4800HSFM 4,800 3 80 99 98 6,880 8" FLG (2) 1/2" (2) 13.0 (2) 10.5 54 1.5 NPT 28.72 19.32 2
6000HSFM 6,000 3 112 100 100 9,700 10" FLG (3) 1/2" (3) 13.0 (3) 10.5 81 2.0 NPT 32.65 22.89 3
7200HSFM 7,200 3 112 100 100 9,950 10" FLG (3) 1/2" (3) 13.0 (3) 10.5 81 2.0 NPT 43.08 28.98 3
8000HSFM 8,000 3 148 100 102 13,020 12" FLG (4) 1/2" (4) 13.0 (4) 10.5 108 2.5 NPT 43.54 30.52 4
9600HSFM 9,600 3 148 100 102 13,350 12" FLG (4) 1/2" (4) 13.0 (4) 10.5 108 2.5 NPT 57.44 38.64 4
12000HSFM 12,000 3 176 101 104 16,400 14" FLG (5) 1/2" (5) 13.0 (5) 10.5 135 3.0 FLG 71.8 48.3 5
14400HSFM 14,400 3 209 101 104 19,600 14"FLG (6) 1/2" (6) 13.0 (6) 10.5 162 3.0 FLG 86.16 57.96 6
16800HSFM 16,800 3 242 104 106 23,000 16" FLG (7) 1/2" (7) 13.0 (7) 10.5 189 4.0 FLG 100.52 67.62 7
19200HSFM 19,200 3 275 104 106 26,400 16" FLG (8) 1/2" (8) 13.0 (8) 10.5 216 4.0 FLG 114.88 77.28 8

** Pressure drop ±.5 psi
*** Average kilowatts per hour of dryer operation at full rated capacity.
460/3/60; 380/3/50; 575/3/60 voltages available
220 psig maximum working pressure
Dimensions subject to change without notice
Shipping weights shown are for air cooled models. Water cooled model weight is less.
Protected under U.S. Patent Nos. 6,186,223 and 6,244,333
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* Performance data obtained and presented in accordance with CAGI Standard No. ADF 100, "Refrigerated Compressed Air Dryers - Methods for Testing and Rating." 
Pressure dew point at 100 psig, 100°F inlet air, 100°F ambient air.
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