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Cool (hp) Air Cool
Water 
Cool

75NCG 75 103 1.3 14 21 31 255 NA 1" MPT 1/4" 0.3 NA 0.67 NA R404 230 psig†

100NCG 100 138 2.5 14 21 31 255 NA 1" MPT 1/4" 0.5 NA 1.03 NA R404 230 psig† 115-1-60
125NCG 125 172 2.0 14 21 31 270 NA 1 1/2" MPT 1/4" 0.6 NA 1.27 NA R404 230 psig† 208/230-1-60
150NCG 150 207 2.6 14 21 31 270 NA 1 1/2" MPT 1/4" 0.6 NA 1.27 NA R404 230 psig† 220-1-50
200NCG 200 276 1.6 23 31 40 410 360 1 1/2" MPT 1/4" 1 1 1.7 1.34 R404 230 psig†

250NCG 250 345 2.0 23 31 40 430 380 1 1/2" MPT 1/4" 1 1 1.6 1.25 R404 230 psig†

300NCG 300 414 2.0 23 31 40 450 400 2" MPT 1/4" 1.5 1.5 2.11 1.67 R404 230 psig†

400NCG 400 552 2.9 23 31 40 490 440 2" MPT 1/4" 2.5 2.5 3.48 2.88 R404 230 psig†

500NCE 500 690 2.9 42 40 62 770 720 3" MPT 1/4" 2.5 2.5 3.59 2.88 R404 300 psig 208/230-3-60
600NCE 600 828 3.0 42 40 62 890 820 3" MPT 1/4" 3 3 4.5 3.71 R404 300 psig 220-3-50
700NCE 700 966 2.7 42 40 62 890 840 3" MPT 1/4" 3.5 3.5 5.38 4.24 R404 300 psig 460-3-60
800NCE 800 1,104 3.0 42 40 62 900 850 3" MPT 1/4" 4 4 5.59 4.54 R404 300 psig 380-3-50
1000NCF 1,000 1,380 2.4 32 72 69 1,705 1,630 4" FLG 1/4" 5 5 6.2 4.67 R22 220 psig 575-3-60
1200NCF 1,200 1,656 3.1 32 72 69 1,710 1,630 4" FLG 1/4" 6 5 7.58 4.67 R22 220 psig
1600NCF 1,600 2,208 3.3 32 72 69 1,870 1,790 4" FLG 1/4" 8 6.5 9.87 6.67 R22 220 psig
2000NCF 2,000 2,760 3.5 32 91 90.68 2,770 2,690 6" FLG 1/4" 10.5 8 12.9 7.72 R22 220 psig
2400NCF 2,400 3,312 4.8 32 91 90.68 2,800 2,720 6" FLG 1/4" 10.5 10.5 12.9 10.10 R22 220 psig
† Pressure rating limited to 230 psig for drain
Overall dimensions indicated.
Air, electric service, and drain connection configurations vary per model.
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3250NCFM 3,250 3.4 76.5 96 100.2 4,800 8" FLG (2) 1/2" (2) 8 (2) 6.5 29 1.5 NPT 19.4 13.4 2
4000NCFM 4,000 3.5 76.5 96 100.2 5,000 8"FLG (2) 1/2" (2) 10.5 (2) 8 47 1.5 NPT 25.8 15.5 2
4800NCFM 4,800 4.8 76.5 96 100.2 5,500 8" FLG (2) 1/2" (2) 10.5 (2) 10.5 62 1.5 NPT 25.8 20.2 2
6000NCFM 6,000 2.6 110.25 98 99.53 7,500 10" FLG (3) 1/2" (3) 10.5 (3) 8 71 2.0 NPT 38.7 23.2 3
7200NCFM 7,200 4.8 110.25 98 99.53 8,000 10" FLG (3) 1/2" (3) 10.5 (3) 10.5 92 2.0 NPT 38.7 30.3 3
8000NCFM 8,000 3.5 148 100 102 9,000 12" FLG (4) 1/2" (4) 10.5 (4) 8 94 2.5 NPT 51.6 30.9 4
9600NCFM 9,600 4.8 148 100 102 10,000 12" FLG (4) 1/2" (4) 10.5 (4) 10.5 123 2.5 NPT 51.6 40.4 4
12000NCFM 12,000 4.3 175.5 102 103 14,000 14" FLG (5) 1/2" (5) 10.5 (5) 10.5 154 3.0 FLG 64.5 50.5 5
14400NCFM 14,400 4.3 210.5 100 103 17,000 14" FLG (6) 1/2" (6)10.5 (6) 10.5 185 3.0 FLG 77.4 60.6 6
16800NCFM 16,800 4.8 242 104 106 21,000 16" FLG (7) 1/2" (7) 10.5 (7) 10.5 215 4.0 FLG 90.3 70.8 7
19200NCFM 19,200 4.8 275 104 106 25,000 16" FLG (8) 1/2" (8) 10.5 (8) 10.5 246 4.0 FLG 103.2 80.9 8
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R22 refrigerant used in 3,250-19,200 scfm models.

220 psig maximum working pressure for 3,250-19,200 scfm models.
Dimensions subject to change without notice.

Shipping weights shown for Multi-Module Series™ are for air cooled models. Water cooled model weight 
is less.

* Performance data obtained and presented in accordance with CAGI Standard No. ADF 100, "Refrigerated Compressed Air Dryers - 
Methods for Testing and Rating." Pressure dew point at 100psig, 100°F inlet air, 100°F ambient air.
** Pressure drop ± .5 psi. Pressure drops noted are for the 38°F PDP flows.
*** Average kilowatts per hour of dryer operation at full rated capacity.
460/3/60; 380/3/50; 575/3/60 voltages available for 3,250-19,200 scfm models.


