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Model PCW 007 013 020 025 040 060 080 110 130 160 210 260 330 420 510 650

Air-Cooled BTU/h 6513 13379 18910 25267 37882 60989 78783 107869 128006 160021 212597 253498 326242 421329 513919 648981
Water-Cooled BTU/h CF CF CF CF CF CF CF CF CF CF CF CF CF CF CF CF
Power Supply V/ph/Hz
Protection Class IP

Type
Compressors/Circuits 1/1 1/1 1/1 1/1 1/1 1/1 1/1 1/1 1/1 1/1 1/1 2/2 2/2 2/2 4/2 4/2 4/2
Total Compressor 
Nominal Power4

kW 0.6 1.4 1.8 2.3 3.6 5.1 6.6 8.9 11.9 14.6 18.3 23.9 29.3 37.2 47.0 63.0

Quantity 1 1 1 1 1 1 1 2 2 3 3 3 3 2 2 3
Total Fan Nominal 
Power4

kW 0.1 0.1 0.2 0.2 0.7 0.7 0.9 1.4 1.4 2.1 2.7 2.7 2.7 4.8 4.8 7.2

Airflow scfm 1350 1350 2590 2410 4180 4000 5410 7300 7060 10240 15000 14710 15540 27660 27070 38850

Type
Waterflow (nom/max) GPM 1.3 2.7 3.8 5.1 7.6 12.2 15.8 21.6 25.6 32.0 42.5 50.7 65.2 84.3 102.8 129.8
P30 Nominal Power hp 0.4 0.4 0.5 0.5 1.0 1.0 1.0 2.0 2.0 2.0 3.0 3.0 3.0 5.5 5.5 5.5
P30 Available Head 
Pressure psi 44 42 49 41 45 44 41 51 48 45 44 44 41 49 48 44

P50 Nominal Power hp 0.9 0.9 1.0 1.0 2.0 2.0 2.0 2.5 2.5 2.5 5.5 5.5 5.5 10.0 10.0 10.0
P50 Available Head 
Pressure psi 73 68 87 73 86 83 78 84 81 75 68 67 64 78 75 71

Depth inches 20.9 20.9 38.6 38.6 44.2 44.2 65 65 65 85.6 85.6 85.6 85.6 118.1 118.1 128.7
Width inches 29.5 29.5 21.0 21.0 28.7 28.7 29.3 29.3 29.3 29.3 35.4 35.4 35.4 50.8 50.8 50.8
Height inches 31.5 31.5 48.3 48.3 53.5 53.5 53.5 53.5 53.5 53.5 76.9 76.9 76.9 89.4 89.4 89.4
Connections In/Out inches 1 1 1 1 1 1/4 1 1/4 1 1/2 1 1/2 1 1/2 1 1/2 2 2 2 2 1/2 2 1/2 2 1/2
Tank Capacity gallons 6 6 12 12 32 32 48 48 66 80 132 132 132 264 264 264
Weight (Axial Fan 
Version)2 lbs 230 240 370 400 550 595 840 904 950 1150 1765 1990 2205 3310 3970 4630

Sound Pressure3 dB (A) 52 52 53 53 50 50 52 52 52 55 58 58 58 62 62 64

(1) At water in/out temperature = 55/45°F (12/7°C), glycol 0%, 95°F (35°C) ambient temperature air-cooled models
(2) Weights are inclusive of pallet and refrigerant charge
(3) Referred to axial fan version in free field conditions at a distance of 32.8 ft (10 m) from unit, measured on condenser side
(4) Compressor(s) and fan(s) absorbed power refers to the power usage ALL compressor(s) installed in that model at the nominal thermal cooling capacity and ambient temperature

Noise Level

Hermetic Compliant ScrollHermetic, Piston

Peripheral Centrifugal

Dimensions and Weight

Cooling Capacity1

230/1/60 460/3/60
IP33 IP44 IP54
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Pumps


